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Fenner (India) Limited is a member of the JK
Organization which ranks among the top Industrial houses
in India for over 100 years. The name “Fenner” has been

synonymous with Mechanical Power Transmission and

7 Sealing Solutions. Fenner

commenced operations in Madurai Plant - Belts & Oil seals
India in 1929 and put up their first manufacturing unit at

Madurai in Tamilnadu in the year 1956. Currently there are

Patancheru Plant - Hyderabad : . . .
Belts, Oilseals and Moulded Rubber Products 7 manufacturing units over 5 locations.

The product lines cover V-Belts, Oil seals, Moulded
Rubber Components and Engineering Products for

applications in both Industrial and Automotive mechanical

power transmissions. The Industrial segment would address

Nilakkottai Plant - Madurai: Speciality Belts
major sectors like Steel, Cement, Coal, Sugar, Power, Paper, Textiles, Food processing,

Agriculture and many other.

Fenner products over several decades have stood for
performance, reliability, efficiency and economy. @
Continuous and collaborative R&D have been the
differentiators for Fenner to have emerged as most preferred

solution providers by Auto OEMs and the Industrial Sectors.

Sriperumbudur Plant - Chennai: Oilseals and
Moulded Rubber Products

Fenner has a large net work of Channel Partners ~ _
in India with countrywide reach. Fenner Exports to

more than 50 countries globally. Today Fenner offers

truly a Total Solution to Mechanical Power B

Transmission and Sealing requirements on a single Pashamallaram Plant - Hyderabad:
Power Transmission Accessories

window basis.

Corporate Office :

Fenner (India) Limited
Khivraj Complex - 2, 480 Anna Salai,

Nandanam, Chennai 600 035, India.

Phone : 91 - 44 - 24312450 to 57
Fax : 91 - 44- 24349016, 24320193
Email : export@fennermail.com
Website : www.fennerindia.com

www.fennerindia.com
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Wrapped Belts

Raw Edge Cogged Belts (REC)

Dimensions

La (Outside Length)
Li (Inside Length)
Lp (Pitch Length)
Le (Effective Length)

T - Top width of belt
H - Height of belt

No. | Name

Cover Fabric

Top Fabric

Top Cushion Rubber
Adhesion Rubber
Tension Member

Compression Rubber

Bottom Fabric

o —|on| | | w| | —

Laminate Fabric

The length of a line circumscribing the belt along

its periphery

its inner circumference.

its pitch zone.

the level of the effective diameter

of the measuring pulleys whilst the v-belt is at a
specified tension.

BELT CROSS REFERENCE - INDUSTRIAL
s | oIN | BS |
- 6

SPZ
SPA
SPB
SPC
2L
3L
4L
51
ISO
RMA :
Jis
DIN :

BS
FIL

m O O @ >» N <

SPZ
SPA
SPB
SPC

O 0 m >

E
3V/I9N
SV/I5N
8V/25N

2L
3L
4L
5L

m O 0 ©w »>» X

5V
8V

Y
10 z
13 A
17 B
2 c
32 D
40 -

N4 N4

SPA SPA

SPB SPB

SPC SPC

INTERNATIONAL ORGANIZATION FOR STANDARDIZATION
RUBBER MANUFACTURERS ASSOCIATION, U.S.A.

: JAPANESE INDUSTRIAL STANDARD

DEUTSCHE INDUSTRIE NORMEN, GERMANY
BRITISH STANDARD, U.K.
FENNER (INDIA) LIMITED

www.fennerindia.com
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Keilriemen
Section Z/10
Pitch
Length in
mm (Lp)

Z18 480
Z19 510
Z20 530
Z2l 560
Z22 580
Z23 610
Z24 640
Z25 660
Z26 690
Z27 710
Z28 740
Z29 760
Z 30 790
Z 3l 810
Z32 840
Z33 860
Z 34 890
Z35 910
Z 36 940
Z37 970
Z 38 990
Z39 1020
Z 40 1040
Z 41 1070
Z42 1090
Z43 1120
Z 44 1140
Z 45 1170
Z 46 1190
Z47 1220
Z 48 1240
Z 49 1270
Z50 1300
Z5I 1320
Z52 1350
Z53 1370
Z 54 1400

Classical Section V-Belts
Correas trapeciales de seccion clasica

Outside
Length in

inches
(La)

19.5
20.5
21.5
22.5
23.5
24.5
25.5
26.5
27.5
28.5
29.5
30.5
31.5
32.5
335
34.5
35.5
36.5
37.5
38.5
39.5
40.5
41.5
42.5
43.5
44.5
45.5
46.5
47.5
48.5
49.5
50.5
51.5
525
53.5
54.5
55.5

Heat and Oil resistant, Antistatic
Belt Weight: 0.059 kg/m,0.00330 Ibs/inch
Outside lengths are approximate
Standards: DIN 2215, RMA IP 20, ISO 4184, BS 3790, API 1B, JIS K 6323
Sizes not mentioned in this catalog can be supplied on request

Z55
Z56
Z57
Z58
Z59
Z 60
Z6l
Z62
Z63
Z 64
Z 65
Z 66
Z67
Z 68
Z69
Z70
Z71
Z72
Z73
Z74
Z75
Z76
z77
Z78
Z79
Z 80
Z38l
782
Z83
Z84
Z85

|+ T ~| Top width 'T'-3/8”,10 mm

i
H
¥

Pitch
Length in

mm (Lp)

1420
1450
1470
1500
1520
1550
1570
1600
1630
1650
1680
1700
1730
1750
1780
1800
1830
1850
1880
1910
1930
1960
1980
2010
2030
2060
2080
2110
2130
2160
2180

Outside
Length in
inches
(La)

56.5
57.5
58.5
59.5
60.5
61.5
62.5
63.5
64.5
65.5
66.5
67.5
68.5
69.5
70.5
71.5
72.5
73.5
74.5
75.5
76.5
77.5
78.5
79.5
80.5
81.5
82.5
83.5
84.5
85.5
86.5

a Height 'H' -7/32”, 6 mm
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Classical Section V-Belts ‘4_ T—»‘

Correas trapeciales de seccion clasica

. Iy
Keilriemen H “

Section A/I3
A Outside : Outside
Le:::: in | Lengthin Le:::ll: O
inches inches
mm (Lp) (La) mm (Lp) (La)
A 18 490 20 A 60 1560 62
A 19 520 21 A 61 1580 63
A 20 540 22 A 62 1610 64
A 21 570 23 A 63 1630 65
A 22 590 24 A 64 1660 66
A 23 620 25 A 65 1680 67
A 24 640 26 A 66 1710 68
A 25 670 27 A 67 1730 69
A 26 690 28 A 68 1760 70
A 27 720 29 A 69 1790 71
A 28 740 30 A 70 1810 72
A 29 770 31 A7l 1840 73
A 30 800 32 A 72 1860 74
A 3l 820 33 A 73 1890 75
A 32 850 34 A 74 1910 76
A 33 870 35 A 75 1940 77
A 34 900 36 A 76 1960 78
A 35 920 37 A 77 1990 79
A 36 950 38 A 78 2010 80
@ A 37 970 39 A 79 2040 8l
A 38 1000 40 A 80 2070 82
A 39 1020 41 A 8l 2090 83
A 40 1050 42 A 82 2120 84
A 41 1070 43 A 83 2140 85
A 42 1100 44 A 84 2170 86
A 43 1130 45 A 85 2190 87
A 44 1150 46 A 86 2220 88
A 45 1180 47 A 87 2240 89
A 46 1200 48 A 88 2270 90
A 47 1230 49 A 89 2290 91
A 48 1250 50 A 90 2320 92
A 49 1280 51 A 9l 2340 93
A 50 1300 52 A 92 2370 94
A 51 1330 53 A 93 2400 95
A 52 1350 54 A 94 2420 96
A 53 1380 55 A 95 2450 97
A 54 1400 56 A 96 2470 98
A 55 1430 57 A 97 2500 99
A 56 1460 58 A 98 2520 100
A 57 1480 59 A 100 2570 102
A 58 1510 60 A 103 2650 105
A 59 1530 6l A 105 2700 107

Heat and Oil resistant, Antistatic

Belt Weight: 0.108 kg/m, 0.00604 Ibs/inch

Outside lengths are approximate

Standards: DIN 2215, RMA IP 20, ISO 4184, BS 3790, API 1B, JIS K 6323
Sizes not mentioned in this catalog can be supplied on request

AllO
All2
AllS
Allé
All8
A 120
A 124
A 125
A 128
A 130
A 133
A 134
A 136
A 140
A 144
A 158
A 160
A 162
A 168
Al73
A 180

Top width 'T'-1/2", 13 mm
Height 'H' - 5/16", 8 mm

Pitch
Length in

mm (Lp)

2830
2880
2950
2980
3030
3080
3180
3210
3280
3340
3410
3440
3490
3590
3690
4050
4100
4150
4300
4430
4610

Outside
Length in
inches
(La)
112
114
17
118
120
122
126
127
130
132
135
136
138
142
146
160
162
164
170
175
182

www.fennerindia.com
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45
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53
54
55
56
57
58
59
60
6l
62
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Section B/17

Pitch
Length in

mm (Lp)

550
580
600
630
650
680
700
730
750
780
810
830
860
880
910
930
960
980
1010
1030
1060
1080
1110
1140
1160
1190
1210
1240
1260
1290
1310
1340
1360
1390
1410
1440
1470
1490
1520
1540
1570
1590
1620

Classical Section V-Belts
Correas trapeciales de seccion clasica
Keilriemen

Outside
Length in
inches

(La)

23
24
25
26
27
28
29
30
31
32
33
34
35
36
37
38
39
40
41
42
43
44
45
46
47
48
49
50
51
52
53
54
55
56
57
58
59
60
6l
62
63
64
65

Heat and Oil resistant, Antistatic

Belt Weight: 0.182 kg/m, 0.01019 Ibs/inch

Outside lengths are approximate

Standards: DIN 2215, RMA IP 20, ISO 4184, BS 3790, APl 1B, JIS K 6323
Sizes not mentioned in this catalog can be supplied on request

W W W 0 0 0 W 0 00 W 00 0 00 0 W 0 0 0 D W 0 0 W 0 0 D 0 W 0 0 0 0 W 0 0 W 0 0 0 0 0 @ ™

63
64
65
66
67
68
69
70
71
72
73
74
75
76
77
78
79
80
8l
82
83
84
85
86
87
88
89
90
91
92
93
94
95
96
97
98
99
100
102
103
104
105
106

Pitch

Length in
mm (Lp)

1640
1670
1690
1720
1740
1770
1800
1820
1850
1870
1900
1920
1950
1970
2000
2020
2050
2080
2100
2130
2150
2180
2200
2230
2250
2280
2300
2330
2350
2380
2410
2430
2460
2480
2510
2530
2560
2580
2630
2660
2680
2710
2740

Outside
Length in
inches

(La)

66
67
68
69
70
71
72
73
74
75
76
77
78
79
80
8l
82
83
84
85
86
87
88
89
90
91
92
93
94
95
96
97
98
99
100
101
102
103
105
106
107
108
109

0 0 0 0 W 0 W 0 0 W 0 0 W 0 O 0 0 W 0 IO W 0 0 0 0 0 0 0 0 0 W W

B

Top width 'T'- 21/32", 17 mm
-7/16”, Il mm

Height 'H'

108
110
112
114
115
116
118
120
121
122
124
126
128
130
133
136
138
140
142
144
146
148
150
152
154
158
162
166
173
180
188
190
195

B 205
B 210
B 225
B 240
B 255
B 270
B 285
B 300
B 3I5

‘B’ Sec range upto 570 inches

Pitch

Length in
mm (Lp)

2790
2840
2890
2940
2960
2990
3040
3090
3110
3140
3190
3240
3290
3350
3420
3500
3550
3600
3650
3700
3750
3800
3850
3900
3950
4060
4160
4260
4440
4620
4820
4870
5000
5250
5380
5760
6140
6520
6900
7280
7660
8040

Outside
Length in
inches
(La)

1
113
115
117
118
119
121
123
124
125
127
129
131
133
136
139
141
143
145
147
149
151
153
155
157
161
165
169
176
183
191
193
198
208
213
228
243
258
273
288
303
318
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Classical Section V-Belts
Correas trapeciales de seccion clasica
Keilriemen

Section C/22

pitch | Outside pitch | Outside
Lengthii "f:f;:s'" Lengtian "el::f;'e‘s'"

mm (Lp) (La) mm (Lp) (La)

C 36 970 40 C95 2470 99
c37 1000 41 C9%  24% 100
c38 1020 ) co97 252 0l
C39 1050 43 c9 2570 103
C40 1070 44 C100 2600 104
C 4i 1100 45 clol 2620 105
c4 1120 46 Cl103 2670 107
c43 1150 47 cl05 2720 109
c44 1170 48 Cl06 2750 10
c45 1200 49 clo7 2770 i
C46 1220 50 Cl08 2800 12
c47 1250 51 Cl09 2820 3
c48 1280 52 Cll0 2850 114
Cs50 1330 54 ClIl 2880 s
C sl 1350 55 cli2 2900 e
C 53 1400 57 ClI5 2980 "9
Cs54 1430 58 Cll6 3000 120
C55 1450 59 cli8 3050 122
C57 1500 6l Cl120 3100 124
@ C60 1580 64 ci22 3150 126
C62 1630 66 Cl24 3200 128
C 63 1660 67 Cl26 3260 130
ce5s 1710 69 ci8 3310 132
ce67 1760 71 CI30 3360 134
ce8 1780 72 Cl136 3510 140
ce9 18I0 73 Cl40 3610 144
c70 1830 74 Cl44 3710 148
c 7l 1860 75 cl48 3820 152
c72 1880 76 Cl50 3870 154
c73 1910 77 Cl52 3920 156
C75 1960 79 Cl5% 4020 160
C76 199 80 Cl58 4070 162
C78 2040 82 cl62 4170 166
c80 209 84 Cl70 4370 174
csl 2010 85 Cl173 4450 177
c8 2160 87 Cl180 4630 184
ce84  219% 88 cl85 4760 189
ce 222 89 C190 4880 194
ce7 2270 9l C195 5010 199
C9 2340 94 C210 539 214
c9 2390 9% c225 5770 229
C93 242 97 c238 6100 242

Heat and Oil resistant, Antistatic

Belt Weight: 0.299 kg/m,0.01674 Ibs/inch

Outside lengths are approximate

Standards: DIN 2215, RMA IP 20, ISO 4184, BS 3790, API 1B, JIS K 6323
Sizes not mentioned in this catalog can be supplied on request

C 240
C255
C 268
C270
C 285
C298
C300
C3I5
C328
C330
C345
C358
C 360
C390
C418
C 420

‘C’ Sec range upto 585 inches

Top width 'T' -7/8", 22 mm
-17/32", 14 mm

Height 'H'

Pitch
Length in
mm (Lp)

6150
6530
6860
6910
7300
7630
7680
8060
8390
8440
8820
9150
9200
9960
10670
10720

Outside
Length in

inches
(La)

244
259
272
274
289
302
304
319
332
334
349
362
364
394
422
424

www.fennerindia.com
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Classical Section V-Belts Section D E
Correas trapeciales de seccion clasica Top width T | 1 1/4", 32mm | 1 12", 38mm
Keilriemen
Height 'H' 3/4", 19mm |29/32", 23mm
Section D/32 Section E/38
Pitch Outsid.e Outsid? Pitch Outsid?
g |20 nginn | 7B e | 780
mm (Lp) (La) mm (Lp) (La) mm (Lp) (La)
D 75 1990 80 D478 12220 483 E 180 4670 186
D 88 2320 93 D 480 12280 485 E 195 5050 201
D 90 2370 95 D538 13750 543 E 210 5430 216
D 95 2500 100 D 540 13800 545 E 238 6140 244
D 105 2750 110 D598 15270 603 E 240 6190 246
DII2 2930 117 D 600 15320 605 E 268 6900 274
D120 3130 125 E 270 6950 276
D128 3330 133 E 298 7660 304
D136 3540 141 E 300 7720 306
D 144 3740 149 E 328 8430 334
D 158 4100 163 E 330 8480 336
D162 4200 167 E 358 9190 364
D173 4480 178 E 360 9240 366
D 180 4660 185 E 390 10000 396
D 195 5040 200 E 394 10100 400
D204 5260 209 E 418 10710 424
D210 5420 215 E 420 10760 426
D225 5800 230 E 478 12240 484
D238 6130 243 E 480 12290 486
D 240 6180 245 E 538 13760 544
D 255 6560 260 E 540 13810 546
D268 6890 273 E 598 15280 604
D270 6940 275
D 285 7320 290
D298 7650 303
D 300 7700 305
D314 8060 319
D315 8080 320
D328 8410 333
D330 8470 335
D 345 8850 350
D 358 9180 363
D 360 9230 365
D 390 9990 395
D418 10700 423
= D420 10750 425
D D450 11510 455
(]
-
=
-
[
D
(9p]
LLI Heat and Oil resistant, Antistatic
o Belt Weight D: 0.608 kg/m,0.03403 Ibs/inch
: Belt Weight E: 0.907 kg/m, 0.05076 Ibs/inch
— Outside lengths are approximate
8 Standards: DIN 2215, RMA IP 20, ISO 4184, BS 3790, API 1B, JIS K 6323
- 0(7)) Sizes not mentioned in this catalog can be supplied on request
©
O
www.fennerindia.com 6
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Fractional Horse Power Belts

Correas trapeciales de seccion clasica

Keilriemen

Section 3L

3L180
3L190
3L200
3L210
3L220
3L230
3L240
3L250
3L260
3L270
3L280
3L290
3L300
3L310
3L320
3L330
3L340
3L350
3L360
@ 3L370
3L380
3L390
3L400
3L410
3L420
31430
3L440
3L450
3L460
3L470
31480
3L490
3L500
3L510
3L520
3L530
3L540
3L550
3L560
3L570
3L580
3L590

Outside
Length in
inches

(La)

18
19
20
21
2
23
24
25
26
27
28
29
30
30
32
33
34
35
36
37
38
39
40
41
42
43
44
45
46
47
48
49
50
51
52
53
54
55
56
57
58
59

3L600
3L610
3L620
3L630
3L640
3L650
3L660
3L670
3L680
3L690
3L700
3L710
3L720
3L730
3L740
3L750

Outside
Length in
inches

(La)

60
6l
62
63
64
65
66
67
68
69
70
71
72
73
74
75

Heat and Oil resistant, Antistatic

Belt Weight 3L: 0.059 kg/m,0.00330 Ibs/inch
Belt Weight 4L: 0.108 kg/m, 0.00604 Ibs/inch
Standards: RMA IP 23

Section 4L

4L180
4L188
4L190
4L200
4L210
4L215
41220
41230
41240
4L250
4L255
41260
41270
4L275
41280
4L285
4L290
4L295
4L300
4L310
4L318
4L320
4L328
41330
41333
41338
4L340
4L346
41350
41360
41370
4L380
4L390
4L400
4L405
4L410
4L420
4L430
4L440
4L450
4L460
4L470

Outside
Length in

inches
()]

18.0
18.8
19.0
20.0
21.0
21.5
22.0
23.0
24.0
25.0
25.5
26.0
27.0
27.5
28.0
28.5
29.0
29.5
30.0
31.0
31.8
32.0
32.8
33.0
333
338
34.0
34.6
35.0
36.0
37.0
38.0
39.0
40.0
40.5
41.0
42.0
43.0
44.0
45.0
46.0
47.0

Sizes not mentioned in this catalog can be supplied on request

Section 3L 4L
Top width T' 3/8 /2"
Height 'H' 7/32 5/16"

Outside
Length in

inches

(La)
41475 47.5
41480 48.0
41490 49.0
4L500 50.0
4L510 51.0
4L520 52.0
4L530 53.0
4L540 54.0
4L550 55.0
4L560 56.0
4L570 57.0
41580 58.0
4L590 59.0
4L600 60.0
4L610 61.0
4L620 62.0
4L630 63.0
4L640 64.0
4L650 65.0
4L660 66.0
4L670 67.0
4L680 68.0
4L690 69.0
4L700 70.0
4L710 71.0
4L720 72.0
4L730 73.0
4L740 74.0
4L750 75.0
4L760 76.0
4L770 77.0
4L780 78.0
4L790 79.0
41L800 80.0
4L810 81.0
41820 82.0
41830 83.0
4L.840 84.0
41850 85.0
41860 86.0
41870 87.0
41880 88.0

41890
41900
4L910
41920
41930
41940
41950
41960
41970
41980
41990
4L1000

Outside
Length in

inches
(La)
89.0
90.0
91.0
92.0
93.0
94.0
95.0
96.0
97.0
98.0
99.0
100.0

www.fennerindia.com
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Keilriemen
Section 5L
Outside
Length in

inches

(La)
5L230 23.0
5L240 24.0
5L250 25.0
5L260 26.0
5L265 26.5
5L270 27.0
5L280 28.0
5L290 29.0
5L300 30.0
5L310 31.0
5L320 32.0
5L330 33.0
5L340 34.0
5L350 35.0
5L355 35.5
5L360 36.0
5L370 37.0
5L380 38.0
5L390 39.0
5L400 40.0
5L410 41.0
5L420 42.0
5L430 43.0
5L440 44.0
5L450 45.0
5L460 46.0
5L470 47.0
5L480 48.0
5L490 49.0
5L500 50.0
5L510 51.0
5L520 52.0
5L530 53.0
5L540 54.0
5L550 55.0
5L560 56.0
5L570 57.0
5L580 58.0
5L590 59.0
5L600 60.0
5L610 61.0
5L620 62.0

w
—_
D
(aa]
c
o
—
|3
D
w
—
Lo

Fractional Horse Power Belts
Correas trapeciales de seccion clasica

5L630
5L640
5L650
5L660
5L670
5L680
5L690
5L700
5L710
5L720
5L730
5L740
5L750
5L760
5L770
5L780
5L790
5L800
5L810
5L820
5L830
5L840
5L850
5L860
5L870
5L880
5L890
5L900
5L910
51920
5L930
51940
5L950
5L960
5L970
5L980
5L990
5L1000

Heat and Oil resistant, Antistatic
Belt Weight: 0.182 kg/m, 0.01019 Ibs/inch
Standards: RMA IP 23

Sizes not mentioned in this catalog can be supplied on request

Outside
Length in

inches

(La)
63.0
64.0
65.0
66.0
67.0
68.0
69.0
70.0
71.0
72.0
73.0
74.0
75.0
76.0
77.0
78.0
79.0
80.0
81.0
82.0
83.0
84.0
85.0
86.0
87.0
88.0
89.0
90.0
91.0
92.0
93.0
94.0
95.0
96.0
97.0
98.0
99.0
100.0

«I->

‘« T +‘ Top width ' - 21/32"

w Height 'H' - 3/8"
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Narrow V-Belts
Correas trapeciales

Endlose Hochleistungs-Schmalkeilriemen

Section 3V

Outside
Length in

inches

(La)

3V250 25.0
3V265 26.5
3v280 28.0
3V300 30.0
3V315 31.5
3V335 335
3V355 355
3V375 375
3Vv400 40.0
3V425 42.5
3V450 45.0
3V475 47.5
3V500 50.0
3V530 53.0
3V560 56.0
3V600 60.0
3V630 63.0
3V670 67.0
3V710 71.0
[0} V750  75.0
3Vv800 80.0
3v850 85.0
3V900 90.0
3V950 95.0
3VI000 100.0
3VI060 106.0
3VII20 112.0
3vIii80 118.0
3VI250 125.0
3VI320 132.0
3VI400 140.0

‘5V’ Range

5V500
5V560
5V600
5V630
5V670
5V710
5V750
5Vv800
5v850
5Vv900
5V950
5V1000
5V1060
5VI120
5VI180
5VI1250
5VI1320
5V1500
5V1600
5VI1700
5V1800
5VI1900
5V2000
5v2120
5V2240
5V2360
5V2500
5V2650
5v2800
5V3000
5V3150
5V3350
5V3550

Section 5V

Outside
Length in
inches

(La)

50.0
56.0
60.0
63.0
67.0
71.0
75.0
80.0
85.0
90.0
95.0
100.0
106.0
112.0
118.0
125.0
132.0
150.0
160.0
170.0
180.0
190.0
200.0
212.0
224.0
236.0
250.0
265.0
280.0
300.0
315.0
335.0
355.0

upto 570 inches

Heat and Oil resistant, Antistatic

Belt Weight-3V: 0.079 kg/m, 0.00442 Ibs/inch
Belt Weight-5V: 0.181 kg/m, 0.01013 Ibs/inch
Belt Weight-8V: 0.561 kg/m, 0.03140 Ibs/inch

Standards: RMA IP 22, APl 1B

Sizes not mentioned in this catalog can be supplied on request

|«< I —|

Section 8V

8V1000
8VI1120
8VI1180
8VI1250
8V1320
8V1400
8V1500
8V1600
8V1700
8V1800
8V1900
8V2000
8V2120
8V2240
8V2360
8V2500
8V2650
8V2800
8V3000
8V3150
8V3350
8V3550
8V3750
84000
8V4250
84500
8V4750
8V5000
8V5600

Outside
Length in
inches

(La)
100.0
112.0
118.0
125.0
132.0
140.0
150.0
160.0
170.0
180.0
190.0
200.0
212.0
224.0
236.0
250.0
265.0
280.0
300.0
315.0
335.0
355.0
375.0
400.0
425.0
450.0
475.0
500.0
560.0

Section 3V | 5v | 8v
Top width 'T' | 3/8" | 58" | 1"
Height 'H'  |21/64"| 35/64"| 7/8"
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Metric Wedge Belts ‘* T > Top width 'T'- 10 mm
Correas trapeciales estrechas _ C
Endlose Hochleistungs-Schmalkeilriemen ew Height H' -8 mm
Section SPZ
Pitch Pitch Pitch Pitch
Length in Length in Length in Length in
mm (Lp) mm (Lp) mm (Lp) mm (Lp)
SPZ604 604 SPZ1112 1112 SPZ1637 1637 SPZ3000 3000
SPZ612 612 SPZ1120 1120 SPZ1650 1650 SPZ3150 3150
SPZ630 630 SPZ1137 1137 SPZ1662 1662 SPZ3350 3350
SPZ637 637 SPZ1140 1140 SPZ1687 1687 SPZ3550 3550
SPZ640 640 SPZI1150 1150 SPZ1700 1700 ‘SPZ’ range
SPZ660 660 SPZI162 1162 SPZI1712 1712 upto 4000 mm
SPZ672 672 SPZ1180 1180 SPZ1737 1737
SPZ680 680 SPZ|187 1187 SPZ1750 1750
SPZ682 682 SPZ1202 1202 SPZ1762 1762
SPZ710 710 SPZI1210 1210 SPZ1787 1787
SPZ722 722 SPZ1212 1212 SPZ1800 1800
SPZ730 730 SPZ1227 1227 SPZ1812 1812
SPZ737 737 SPZ1237 1237 SPZ1837 1837
SPZ750 750 SPZ1250 1250 SPZ1850 1850
SPZ758 758 SPZ1262 1262 SPZ1862 1862
SPZ762 762 SPZ1270 1270 SPZ1887 1887
SPZ787 787 SPZ1287 1287 SPZ1900 1900
SPZ800 800 SPZI312 1312 SPZ1937 1937
SPZ812 812 SPZ1320 1320 SPZ1950 1950
SPZ825 825 SPZ1337 1337 SPZ1962 1962
SPZ837 837 SPZ1340 1340 SPZ1987 1987
SPZ850 850 SPZ1362 1362 SPZ2000 2000
SPZ862 862 SPZ|387 1387 SPZ2030 2030
SPZ875 875 SPZ1400 1400 SPZ2037 2037
SPZ887 887 SPZ1412 1412 SPZ2062 2062
SPZ900 900 SPZ1420 1420 SPZ2087 2087
SPZ912 912 SPZ1430 1430 SPZ2120 2120
SPZ925 925 SPZ1437 1437 SPZ2137 2137
SPZ937 937 SPZ1450 1450 SPZ2187 2187
SPZ950 950 SPZ 1462 1462 SPZ2240 2240
SPZ962 962 SPZ1470 1470 SPZ2280 2280
SPZ987 987 SPZ 1487 1487 SPZ2287 2287
SPZ1000 1000 SPZ1500 1500 SPZ2300 2300
SPZ1010 1010 SPZ1512 1512 SPZ2360 2360
SPZI1012 1012 SPZ1520 1520 SPZ2410 2410
ﬂ SPZ1024 1024 SPZ1527 1527 SPZ2437 2437
B SPZ1037 1037 SPZ1537 1537 SPZ2487 2487
(aA] SPZ1047 1047 SPZ1560 1560 SPZ2500 2500
(- SPZ1060 1060 SPZ1562 1562 SPZ2540 2540
. 9 SPZ1077 1077 SPZ|587 1587 SPZ2650 2650
B SPZ1080 1080 SPZ1600 1600 SPZ2800 2800
D SPZ1087 1087 SPZI1612 1612 SPZ2840 2840
w
N
D Heat and Oil resistant, Antistatic
! Belt Weight: 0.079 kg/m, 0.00442 Ibs/inch
D Standards: DIN 7753, ISO 4184, BS 3790
] Sizes not mentioned in this catalog can be supplied on request
=
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Metric Wedge Belts

Correas trapeciales estrechas
Endlose Hochleistungs-Schmalkeilriemen

Section SPA

SPA630
SPA670
SPA730
SPA732
SPA750
SPAT60
SPA762
SPA772
SPA782
SPAB00
SPA820
SPA832
SPA850
SPA900
SPA910
SPA922
SPA932
SPA950
SPA967

[0} SPA982
SPA1000
SPA1032
SPA1060
SPAI1082
SPAI107
SPAI120
SPAI132
SPAI150
SPAI 157
SPAI180
SPAI207
SPA1232
SPA1250
SPAI257
SPAI272
SPA1282
SPAI300
SPAI307
SPAI320
SPAI332
SPAI340
SPAI357

Pitch
Length in

mm (Lp)

630
670
730
732
750
760
762
772
782
800
820
832
850
900
910
922
932
950
967
982
1000
1032
1060
1082
1107
1120
1132
1150
1157
1180
1207
1232
1250
1257
1272
1282
1300
1307
1320
1332
1340
1357

SPAI1360
SPAI375
SPAI382
SPA1400
SPA1407
SPA1425
SPA1430
SPA1432
SPA1450
SPAI1457
SPA1482
SPAI1500
SPAI507
SPAI525
SPAI532
SPAI1550
SPAI557
SPAI1582
SPA1600
SPA1607
SPA1630
SPA1632
SPA1650
SPA1657
SPA1662
SPAI675
SPA1680
SPA682
SPAI1700
SPAI707
SPAI732
SPAI1750
SPAI757
SPAI1782
SPAI1800
SPAI1807
SPA1832
SPAI1850
SPAI1857
SPAI1882
SPA1900
SPAI1907

Heat and Oil resistant, Antistatic

Belt Weight: 0.125 kg/m, 0.00700 Ibs/inch

Pitch
Length in
)

1360
1375
1382
1400
1407
1425
1430
1432
1450
1457
1482
1500
1507
1525
1532
1550
1557
1582
1600
1607
1630
1632
1650
1657
1662
1675
1680
1682
1700
1707
1732
1750
1757
1782
1800
1807
1832
1850
1857
1882
1900
1907

Standards: DIN 7753, ISO 4184, BS 3790
Sizes not mentioned in this catalog can be supplied on request

SPA1932
SPAI1950
SPA1982
SPA2000
SPA2032
SPA2057
SPA2082
SPA2120
SPA2132
SPA2182
SPA2207
SPA2227
SPA2232
SPA2240
SPA2282
SPA2300
SPA2307
SPA2332
SPA2360
SPA2382
SPA2432
SPA2482
SPA2500
SPA2532
SPA2582
SPA2607
SPA2650
SPA2682
SPA2732
SPA2782
SPA2800
SPA2832
SPA2882
SPA2982
SPA3000
SPA3070
SPA3082
SPA3150
SPA3182
SPA3282
SPA3350
SPA3482

Pitch
Length in
)

1932
1950
1982
2000
2032
2057
2082
2120
2132
2182
2207
2227
2232
2240
2282
2300
2307
2332
2360
2382
2432
2482
2500
2532
2582
2607
2650
2682
2732
2782
2800
2832
2882
2982
3000
3070
3082
3150
3182
3282
3350
3482

Top width 'T'- I3 mm

-]
Height 'H'

SPA3550
SPA3750
SPA4000
SPA4250
SPA4500

Pitch
Length in

mm (Lp)

3550
3750
4000
4250
4500

- 10 mm

(22]
—
(aB)
(am)]
-
(@)
“—
(&5
D
(Ip)
=
D
1
D
(@)
=]
=
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