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2. Maintenance-free radial spherical plain bearings

KMR manufactures maintenance-free radial spherical plain bearings in a variety of designs and a wide range of sizes. 
Three sliding contact surface combinations are available: 
• Steel/PTFE sintered bronze, designation suffix C 
• Steel/PTFE fabric, designation suffix TX 
• Steel/PTFE FRP, designation suffix F 

All three sliding contact surface combinations are self-lubricating. Bearings with a steel/PTFE sintered bronze or steel/PTFE 
fabric sliding contact surface combinations must not be lubricated. Bearings with a steel/PTFE FRP (fibre reinforced 
polymer) sliding contact surface combination are also maintenance-free; however, occasional relubrication is beneficial to 
help maximize bearing service life. To facilitate relubrication, steel/PTFE FRP bearings are 
equipped with lubrication facilities. 

2.1 Maintenance-free radial spherical plain bearings, steel/PTFE sintered bronze

GE 4 C to GE 30 C GEH 10 C to GEH 25 C GE 35 CJ2 to GE 60 CJ2
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2.2 Maintenance-free radial spherical plain bearings, steel/PTFE fabric

GE 12 TXGR
GE 15 TXGR
GE 17 TXGR

GE 20 TXE-2LS to GE 90 TXE-2LS
GE 20 TXG3E-2LS to GE 60 TXG3E-2LS

GEH 20 TXE-2LS to GEH 80 TXE-2LS
GEH 20 TXG3E-2LS to GEH 50 TXG3E-2LS

GEH 90 TXA-2LS to GEH 120 TXA-2LS
GEH 60 TXG3A-2LS to GEH 120 TXG3A-2LS

GE 100 TXA-2LS to GE 300 TXA-2LS
GE 70 TXG3A-2LS to GE 200 TXG3A-2LS

GEC 320 TXA-2RS to GEC 800 TXA-2RS GEC 320 TXA-2RS to GEC 800 TXA-2RS
d ≤ 400 mm d ≥ 420 mm
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2.3 Maintenance-free radial spherical plain bearings, steel/PTFE fabric

2.4 Maintenance-free radial spherical plain bearings, steel/PTFE FRP

GEZ 100 TXE-2LS to GEZ 312 TXE-2LS 
GEZ 400 TXA-2LS to GEZ 600 TXA-2LS

GEP 100 FS to GEP 1000 FS GEC 320 FBAS to GEC 1000 FBAS
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3. Angular contact spherical plain bearings
As their name implies, the sliding contact surfaces of angular contact spherical plain bearings are spherical in shape and 
inclined at an angle to the bearing axis . Consequently, these bearings are well suited for accommodating combined (radial 
and axial) loads. Single angular contact spherical plain bearings can only accommodate axial loads acting in one direction. 
These bearings can be separated, enabling the rings to be mounted separately.

3.1 Maintenance-free angular contact spherical plain bearings, steel/PTFE FRP

4. Thrust spherical plain bearings
Thrust spherical plain bearings have a convex spherical surface on the shaft washer and a corresponding concave spheri-
cal surface in the housing washer . They are intended to accommodate primarily axial loads but can also accommodate 
combined (radial and axial) loads. The radial load component of a combined load should not exceed 50% of the axial load 
component. When radial loads are larger, it is advisable to combine thrust bearings with radial bearings in the GE dimension 
series. Thrust spherical plain bearings are separable, e.g. shaft and housing washers can be mounted separately. 

4.1 Maintenance-free thrust spherical plain bearings, steel/PTFE FRP

GX 17 F to GX 120 F

GAC 25 F to GAC 120 F
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5. Rod ends requiring maintenance
Steel/steel rod ends consist of a rod end housing and a steel/steel radial spherical plain bearing from the standard assort-
ment, where the outer ring is secured in the housing. These rod ends are available with a female thread , male thread or a 
welding shank. Steel/bronze rod ends consist of a rod end housing and a steel/bronze spherical plain bearing. These bear-
ings have an inner ring made of steel and an outer ring made of bronze. The bearing is held in position by staking the hous
ing on both sides of the outer ring. These rod ends are available with a male or female thread.

5.1 Rod ends with a female thread, steel/steel

5.2 Rod ends with a female thread, for hydraulic cylinders, steel/steel

SI 6 E to SI 12 E
SIL 6 E to SIL 12 E

SI 15 ES to SI 30 ES
SIL 15 ES to SIL 30 ES

SI 35 ES-2RS to SI 80 ES-2RS
SIL 35 ES-2RS to SIL 80 ES-2RS
SIA 40 ES-2RS to SIA 80 ES-2RS
SILA 40 ES-2RS to SILA 80 ES-2RS

d ≤ 20 mm d  ≥ 25 mm

SIJ 12 E to SIJ 100 ES
SILJ 12 E to SILJ 100 ES

BA
BA
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5.3 Rod ends with a male thread, steel/steel

SA 6 E to SA 12 E
SAL 6 E to SAL 12 E

SA 15 ES to SA 30 ES
SAL 15 ES to SAL 30 ES

SA 35 ES-2RS to SA 80 ES-2RS
SAA 40 ES-2RS to SAA 80 ES-2RS
SAL 35 ES-2RS to SAL 80 ES-2RS
SALA 40 ES-2RS to SALA 80 ES-2RS

d ≤ 20 mm d  ≥ 25 mm

SIQG 12 ESA
SILQG 12 ESA
SILQG 16 ES to SILQG 200 ES

SIR 25 ES to SIR 120 ES
SILR 25 ES to SILR 120 ES
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5.4 Rod ends with a cylindrical section welding shank, steel/steel

d ＝ 20 mm d  ≥ 25 mm

SC 20 ES to SC 80 ES

5.5 Rod ends with a rectangular section welding shank, steel/steel

SCF 20 ES to SCF 120 ES
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5.6 Rod ends with a female thread, steel/bronze

SIKAC 5 M to SIKAC 30 M
SIKAC 5 M/VZ019 to SIKAC 30 M/VZ019 
SILKAC 5 M to SILKAC 30 M

5.7 Rod ends with a male thread, steel/bronze

SAKAC 5 M to SAKAC 30 M 
SALKAC 5 M to SALKAC 30 M
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6. Maintenance-free rod ends
Rod ends with either a steel/PTFE sintered bronze or steel/PTFE fabric sliding contact surface combination contain a bear-
ing from the standard assortment. The outer ring is staked in place in the housing. Rod ends with a steel/PTFE FRP sliding 
contact surface combination consist of a rod end housing and a spherical plain bearing inner ring. Between the housing and 
the inner ring, a sliding layer of fibre reinforced polymer, containing PTFE, is moulded to the housing.

6.1 Maintenance-free rod ends with a female thread, steel/PTFE sintered bronze

6.2 Maintenance-free rod ends with a male thread, steel/PTFE sintered bronze 

SI 6 C to SI 30 C
SIL 6 C to SIL 30 C

SA 6 C to SA 30 C
SAL 6 C to SAL 30 C
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6.3 Maintenance-free rod ends with a female thread, steel/PTFE fabric

SI 35 TXE-2LS  to SI 80 TXE-2LS
SIL 35 TXE-2LS to SIL 80 TXE-2LS

SIA 40 TXE-2LS to SIA 60 TXE-2LS
SILA 40 TXE-2LS to SILA 60 TXE-2LS

6.4 Maintenance-free rod ends with a male thread, steel/PTFE fabric

SA 35 TXE-2LS to SA 80 TXE-2LS
SAL 35 TXE-2LS to SAL 80 TXE-2LS 

SAA 40 TXE-2LS to SAA 60 TXE-2LS 
SALA 40 TXE-2LS to SALA 60 TXE-2LS
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6.5 Maintenance-free rod ends with a female thread, steel/PTFE FRP

SIKB 5 F to SIKB 22 F 
SIKB 10 F/VZ019 to SIKB 16 F/VZ019
SILKB 5 F to SILKB 22 F

6.6 Maintenance-free rod ends with a male thread, steel/PTFE FRP

SAKB 5 F to SAKB 22 F 
SALKB 5 F to SALKB 22 F




